FULLAGUM 36

**Type of Adhesive**
FULLAGUM 36 has been formulated for use in the bottom seaming of paper bags. This adhesive offers excellent machining characteristics with high viscosity and high tack properties suitable for a wide range of bag making machines.

**Product Benefits**
High viscosity. High tack properties.

**Typical Application**
Bottom paste for paper bag manufacture

**Typical Properties**

<table>
<thead>
<tr>
<th>Property</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Raw material base</td>
<td>Starch</td>
</tr>
<tr>
<td>Appearance</td>
<td>White to off white paste</td>
</tr>
<tr>
<td>Viscosity</td>
<td>200,000 – 400,000 cps</td>
</tr>
<tr>
<td>pH</td>
<td>4.5 - 6.5</td>
</tr>
<tr>
<td>Specific Gravity</td>
<td>Circa 1.07</td>
</tr>
</tbody>
</table>

**Application Information**
FULLAGUM 36 is designed to be applied by bag making machines and runs on most types of equipment. For optimum performance, this product should be used within operating temperatures of 15°C to 30°C.

**Limitations**
Check machine and material compatibility prior to commercial use.

**Storage**
Product should be stored in the original container out of direct sunlight between 5°C and 30°C and protected from freezing. Rotate stock using oldest batches first. Close containers air tight after use.

**Shelf Life**
6 months

**Clean-up**
Clean up adhesive while wet with warm water.

**Safety Advice**
Please refer to the SDS for safety advice.

Made in Australia