
Building Product Information Sheet
Product name:

Product line (the product line from which the product is customised):

Product description and its intended use (measurements, materials, usage):

Product identifier (if applicable):

Place of manufacture:
  Aotearoa New Zealand   Overseas

Legal and trading name of the manufacturer(s):

Legal and trading name of the importer (if applicable):

Address for service:

STREET NAME SUBURB

CITY, COUNTRY POSTCODE

Website:

Email address:

Phone No. (if applicable):

NZBN (if applicable):

BRM 8582 03/23

CLASS 1
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Relevant Building Code clauses:

Statement on how the building product is expected to contribute to compliance:

•	 options for compliance set out in section 19 of the Act (regulations, acceptable solution, verification method)
•	 standard or technical document that describes the performance of the building product or the relevant specifications to which the building 

product was manufactured
•	 physical properties of the building product

•	 how the building product is intended to be used.
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Limitations on the use of the building product:

Design requirements that would support the use of the building product:

Installation requirements:
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Maintenance requirements:

Is the building product/building product line subject to warning or ban under section 26?:

 Yes   No

If yes, description of the warning or ban under section 26:

Date: D  D  M M  Y  Y


	002: -
	001: MaxBond Construction Adhesive
	003: DESCRIPTION: Maxbond Construction Adhesive is a synthetic rubber based adhesive designed primarily for installation of flooring and wall panels. Maxbond Construction Adhesive can be used in many general household applications. 
USES: Maxbond Construction Adhesive is ideal for bonding timber and most common construction materials including particleboard, MDF board, brick, concrete, gypsum board, galvanized metal and aluminum. ideal for Installing particle board, fiber cement sheet, plasterboard, plywood and strip flooring to joists, wall paneling to wooden and metal studs, Skirting boards, architraves and trims to walls, Mirrors to walls (not overhead), Replacing loose tiles on walls (not recommended for floor tiles). 
	004: MaxBond Construction Adhesive
	005: Off
	006: Yes
	012: 3175
	013: hbfuller.com.au
	024: customer.service@hbfuller.com.au
	025: 1800423855
	026: 
	007: HB Fuller Company Australia
	008: Sika NZ Ltd
	009: 16-22 Redgum Drive
	010: Dandenong South
	011: Australia
	016: Performance B1.3.1, B1.3.2, B1.3.3 (a, b, j, q) B1.3.4: When used as an adhesive this product contributes to meeting the loading requirements that bonded lining elements are subjected to, as a result of self-weight, imposed in-use gravity loading, impact, and the effects of creep and shrinkage over time. 

Performance B2.3.1 (b) 15 years and (c) 5 years: This product achieves these durability requirements and will remain serviceable for 15 years, or more, when installed and maintained in accordance with the relevant HB Fuller technical literature available on  hbfuller.com.au  . 

Performance F2.3.1: This product meets this requirement when used and applied in accordance with the product technical data sheet instructions and does not present a health hazard to people occupying or using the building. Refer to the Product Technical Data sheet and product Safety Data Sheet available on hbfuller.com.au website for further information.
	014: Note: This product is an adhesive and on its own is not within the scope of the NZ Building Code. However, when it is used as part of an internal floor, wall, or ceiling system, or with other building elements that must comply with the NZ Building Code, and it is used in accordance with that material supplier's specification and HB Fuller's technical literature, it will contribute to meeting the requirements of the following clauses:

B1 Structure: Performance clauses B1.3.1, B1.3.2, B1.3.3 (a ,b, j, q), B1.3.4

B2 Durability: Performance clauses B2.3.1 - (b) not less than 15 Years,  (c) not less than 5 years

F2 Hazardous Building Materials: Performance clause F2.3.1


	017: LIMITATIONS (Refer product TDS available on hbfuller.com.au)
Do not use MaxBond Construction Adhesive where temperatures will exceed 80°C. MaxBond Construction Adhesive is not suitable for immersion. MaxBond Construction Adhesive can be used in exterior applications, but must not be exposed to prolonged direct Sunlight. Do not apply at temperatures below 5c
	018: Refer product Technical Data Sheet for instructions regarding design usage, preparation & application, available on hbfuller.com.au 

If the building elements to be bonded are within the scope of the NZ Building Code then the bonding instructions of the manufacturer / supplier of those elements must be followed.
	029: Refer product Technical Data Sheet for instructions regarding preparation & application, available on hbfuller.com.au 
SURFACE PREPARATION
Only apply to surfaces that are clean, dry, sound and free of dust oil or contamination. Clean metal with mineral turps* or white
spirits*. Adhesion to metals can be further improved by light sanding. 

PRODUCT APPLICATION
Cut tip off cartridge, screw on nozzle and load into cartridge gun. Cut nozzle tip to a 5mm diameter hole (or desired size). Squeeze
trigger and apply. 
Refer product Technical data Sheet for detailed product application instructions with use type (ie; walls, floors, panels) and performance summary.

CLEAN UP
Wet: mineral turpentine*. (*refer TDS avaiable on hbfuller.com.au)
Dry: scraper or sandpaper. 



	019: There are no maintenance requirements for this HB Fuller product.

The building element being bonded, and the bonding substrate must both be maintained in accordance with each of their manufacturers instructions.
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